NOTES:
1. PART SHALL BE FREE OF BURRS AND SHARP EDGES
2. ASSURE ASSEMBLY CAPABILITY BY MATCHING WITH MATING PART
3. DIMENSIONS IN [ ] ARE IN MILLIMETERS

FORMED COVER

FORMED FRAME

ASSEMBLY

CARRIER TAPE

CARRIER TAPE SPECIFICATIONS

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>DESCRIPTION</th>
<th>OVERALL DIMENSIONS</th>
<th>OVERALL HEIGHT</th>
<th>CORRECTED WIDTH</th>
<th>CORRECTED FACE</th>
<th>PARTS PER REEL</th>
</tr>
</thead>
<tbody>
<tr>
<td>SMS-201-F</td>
<td>FRAME</td>
<td>538 X 500 [13.67 X 12.70]</td>
<td>0.25 [6.35]</td>
<td>24 mm</td>
<td>20 mm</td>
<td>1000</td>
</tr>
<tr>
<td>SMS-201-C</td>
<td>COVER</td>
<td>300 X 300 [7.64 X 7.64]</td>
<td>0.25 [6.35]</td>
<td>N/A</td>
<td>N/A</td>
<td>5000</td>
</tr>
</tbody>
</table>

REV: DWG. NO.: SIZE:

DRAWN BY:

FINISH:

MATERIAL:

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OWNED BY LEADERTECH, OR DEVELOPED AT IT'S OWN PRIVATE EXPENSE, AND MAY NOT BE USED, DUPLICATED OR DISCLOSED IN WHOLE OR IN PART FOR ANY PURPOSE INCLUDING DESIGN, MANUFACTURE OR PROCUREMENT WITHOUT THE WRITTEN PERMISSION OF LEADERTECH.

LEADERTECH DOES NOT GUARANTEE OR WARRANTY THE PERFORMANCE CHARACTERISTICS.

CAGE CODE:

APPROVED BY:

TITLE:

SCALE:

SHEET:

THIRD ANGLE PROJECTION

SURFACE MOUNT SHIELD

DJM 2010-01-06 -

REV: 12345678

E     F

XXX +/- .005 [0.13]
.XX +/- .010 [0.25]
.X +/- .020 [0.51]

ANGLES +/- 2

6:1